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TARALAC EPOXY

FLOOR COATING
PROJECT OVERVIEW

Innovative flooring solutions for Warehouse in
Lubumbashi, Congo
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OVERVIEW

Project:
Warehouse Flooring —
Central Africa

Location:
Lubumbashi, Congo

Scope of Work:
Epoxy floor coating for
Industrial flooring

Project Duration:
12 days

Taralac’s expert team was
deployed from India to
provide on-site guidance
and training for local
applicators.
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PRODUCTS USED

Product Name:

Taralac Epoxy Floor
Coating — a robust two-
component formulation
designed for industrial and

commercial flooring.

Application Area:

70,000 sq. ft. of
warehouse flooring,
designed for high foot
traffic, forklift movement,
and chemical exposure.
Topcoat Shade:

Light Grey — chosen for its
professional aesthetic and
clean appearance

Taralac Support:

Onsite team handled initial
20,000 sq. ft. and trained
local applicators for the
remaining work
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APPLICATION
PROCESS

e Base Layer: 1.5 mm e Tools Used: Spike
layer of Taralac primer shoes, spike trowel,
mixed with sand, and spike roller for
applied using 1.5mm even application

e Surface Preparation:
Mechanical buffing of
surface followed by
cleaning to ensure
strong adhesion

trowel for added e Curing Time:
strength. 2 hours (Initial Primer)
Topcoat: Final layer of 24 hours (Base Layer)
Taralac Epoxy topcoat 24 hours (final cure)
In light grey tone using

a 1 mm trowel.

Primer Application:
One thin primer coat
applied on prepped
surface.
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FINISH &
AESTHETIC
OUTCOME

Visual Outcome: Color Characteristics: Functional Aesthetic:

The surface had a high- Light grey color created a Seamless coverage

gloss reflective finish that neutral yet modern without joints provided

significantly brightened environment, improving superior strength and ease

the interior. Its smooth, visibility and safety for of cleaning. The anti-dust

self-leveling nature warehouse operations. It surface improved air

eliminated uneven patches also provided a clean quality and contributed to

or visual distractions. working atmosphere. lower maintenance
requirements.
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=% PROPERTIES
& BENEFITS

Durable Finish e Withstands exposure

e High Gloss Retention

capable of handling
heavy equipment,
machinery, and

continuous foot traffic.

Scratch & Abrasion
Resistance for long-
term floor integrity.
Moisture Resistance
prevents peeling or
bubbling in humid
conditions.

maintains an attractive
look for years without
fading.

Eco-friendly / No
VOC - safe for indoor
application without
harmful emissions.
Extended Surface Life
with reduced need for
frequent repairs or
recoating.

to water spills and
cleaning agents.
Maintains structural
and visual
performance even
under temperature
changes and
operational stress.
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CLIENT
FEEDBACK

e Application was e Floor coating delivered Heavy machinery and

smooth and
completed swiftly
Taralac’s team
supported both
application and
training, enabling skill
transfer to local
workforce.

a uniform, seamless
finish that enhanced
the overall look and
functionality of the
space.

Significant reduction in
dust and better light
reflection, improving
the working
environment.

vehicle traffic showed
no visible wear after
usage.

Feedback highlighted
Taralac’s strong after-
sales engagement and
dependable product
quality.




e This large-scale epoxy
flooring project in
Congo showcased
Taralac’s expertise and
system reliability.

The delivered floor
exceeded
expectations in
appearance, strength,
and functional
performance.

e Taralac’'s expert team

visited the site and
successfully executed
the initial 20,000 sa.
ft. of flooring work.

The remaining 50,000
sq. ft. was completed
by the trained local
team, enabling self-
sufficiency and project

continuity.

PROJECT SUMMARY

Visit our website for
Inquiries, product
demos, or project
collaborations.
https://taralac.com




