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TARALAC Innovative Surface Solutions

TARALAC

Since 1977
www.taralac.com

Exploring Multi-Surface Expertise and Performance-Driven Materials
in Vision Ventus, Gandhinagar
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Case Study: Vision Ventus,
Gandhinagar, Gujarat

Premium Residential Comprehensive Finishing
Development Solutions
Client: Vision Ventus, located Scope includes exterior
in Gandhinagar, Gujarat. textures, interior paints, wood
coatings, metal protection,
Project Type: Premium and road safety markings.

residential development. ,
Materials were chosen for

resilience and ease of
maintenance in Gujarat's
climate.

VISION VENTUS

TARALAC
Since 1977

www.taralac.com

Enhanced User Safety

Outcome: Clearly
demarcated basement
ensuring efficient vehicle
flow.

Feedback: Exceptional on
aesthetics, functionality, and
workmanship.



Road Markings

Since 1977

www.taralac.com

Product Used: Taralac Road Marking Paints (Solvent-Based)

Application Areas: Basement-level car park bays and directional
indicators

Finish: Semi-gloss for enhanced light reflection
Properties Achieved:

Quick-drying for minimal disruption

High visibility for safe navigation

Abrasion resistance for long-term durability

Outcome: A well-organized, clearly demarcated basement space
ensuring efficient vehicle flow and enhanced user safety

VISION VENTUS 5



Interior Walls FrOGHEE FREE

Taralac Wall Putty, Primer, and Classic _Since 1977 _
Interior Emulsion

ALAC
[ ] | Application Process: Properties Achieved:
W _~ Leveling with Wall Putty for a Excellent washability
e ) ‘N uniform base
ERIOR EMULSIO . , Anti-fungal resistance
Primer coat to promote superior
paint adhesion Long-lasting color retention

o o o Emulsion applied for a velvety Outcome: Smooth, serene interiors
Classic Interior Emulsion matte finish reflecting luxury and comfort, ideal

e ) for premium residential living
Finish: Soft, elegant matte with a

VISION VENTUS refined appearance



Wooden
Coatings

VISION VENTUS

Products Used:

Undercoat: Taralac NC Lacquer (Clear)

Fillers & Stains: Taralac Wood Filler and Wood Stain
Topcoat: Taralac Melamine Top Coat

Dilution: Taralac Thinner (555)

Application Areas:

Doors, interior shelves, and wooden panels

Finish:

Semi-gloss finish highlighting natural wood grains

Properties Achieved:
Enhanced grain clarity and color richness
Excellent resistance to scratches and spills

Smooth hand-feel and UV resilience

Outcome:

TARALAC

Since 1977

www.taralac.com

Visually warm, tactile wood surfaces with high-performance protection

and a luxurious aesthetic



TARALAC
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Metal Surfaces

Products Used: Properties Achieved:

Topcoat: Taralac Enamel Matte Superior rust prevention

Finish (Custom Color Matched)
UV resistance and chalking

Undercoat: Red Oxide / Yellow resistance

Oxide Primer
Tailored shade matching for

Application Areas: design harmony
Exterior railings, terrace grills, Outcome:
and metalwork
o A sleek, industrial-modern
Finish: appearance with long-lasting
protection against the
Deep matte, no-shine aesthetic elements

VISION VENTUS 8



Product Used:

TARALAC
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www.taralac.com

Taralac Rustic Texture

Purpose:

To create a bold, tactile fagade that is both functional and decorative

Application Process:
Surface cleaned and primed

Texture applied with a trowel

Design completed with fiber trowel patterns (+- finish or round
finish)

Sealed with a topcoat emulsion

Sizes Available:
1Tmm, 1.5mm, 2 mm, 2.5 mm, 3 mm

Coverage: 75-80 sq. ft.

Properties Achieved:

Superior crack bridging

VISION VENTUS




TARALAC

Since 1977
www.taralac.com

Tailored Solutions:

Custom shade matched oil paint with utmost precision.

Shade matched according to customer requirements.

Integrated Coating Solutions

Integrated Multi-Surface Expertise: Diverse coating solutions across
cement, wood, and metal surfaces.

This integration has led to high client satisfaction with the overall
aesthetics and functionality.

Performance Focused Materials

Performance Driven: All materials chosen for resilience, finish
retention, and ease of maintenance, keeping Gujarat's harsh climate

in mind.

10



Performance-Driven Materials and Client

Satisfaction

Performance-Driven Materials

e Quick-drying properties minimize disruption
during application.

 Wooden coatings enhance grain clarity and color
richness, providing a luxurious aesthetic.

e Superior rust prevention and UV resistance are
provided for metal surfaces.

VISION VENTUS

TARALAC
Since 1977

www.taralac.com

Client Satisfaction

Aesthetic - Clients praised the seamless blend of
design and finish across surfaces.

Exterior Texture - Appreciated for its bold look
and excellent weather resistance.

Custom Finishes - Tailored shade matching
impressed clients with a modern, cohesive
appearance.

Performance - Strong adhesion, durability, and
low maintenance led to high satisfaction.




